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NIMBUS FUNCTION OVERVIEW

Nimbus™ by Nevoa™ is an innovative automated 
disinfecting system that atomizes Nevoa’s Microburst 
Solution™—a hospital-grade liquid disinfectant—to 
completely disinfect ALL surfaces in a room. 

Microburst is EPA-Registered to kill germs, 
bacteria, viruses, and spores using a unique 
formulation of Hypochlorous Acid (HOCL)—a 
natural substance also  produced by our bodies 
to defeat germs and internal infections. 

Microburst is 8–10 times less concentrated 
than many common hospital cleaning 
products, making it safer and less toxic than 
traditional harsh disinfecting chemicals.

Microburst is safe to use daily. For heightened 
safety, the EPA requires Nimbus to operate 
alone in a sealed room of up to 1700 cubic 
feet. 

Once you, the operator, properly sets up 
and starts Nevoa’s Nimbus + Microburst 
system, it operates automatically to 
complete the Rapid Room Disinfection and 
Dehumidification (R2D2™) process cycle. 

Once you are outside of the room and command the 
R2D2 process cycle to start, Nimbus automatically  
atomizes Microburst to create a dense cloud of 
disinfectant that kills germs on contact and in the air.

Since the disinfection process is automatic, this allows 
you to spend your valuable time performing other 
tasks while Nimbus works on its own to disinfect every 
surface in the room. 

You can wirelessly monitor the R2D2 process 
cycle status and know how much time is 
remaining until completion using the provided 
Nimbus software app on the remotely-
controlled tablet computer.

Once the R2D2 process completes, the app 
tells you it is safe to re-enter the room—

no waiting required. Nimbus works quickly, 
getting you back in the room faster using our 
Rapid Room™ technology.

Nevoa™ is focused on saving lives by 
providing the most fiscally, socially, and 
environmentally responsible disinfecting 
solutions to healthcare institutions, making 
them feel confident that they have the most 
pathogen-free facilities possible. 

Nevoa is pleased to provide the Nimbus + Microburst 
system and we want to help you do your job confidently 
and effectively. 
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COMPONENT OVERVIEW
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(when power is on)
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ICONS & THEIR MEANINGS

Safety messages are identified in this user guide with the safety alert symbol. Always read and observe all 
safety statements.

Additionally, the software app that operates Nimbus uses icons. The below table shows these icons and their 
meanings.

This is the safety alert symbol used 
in this user guide. This symbol 
identifies potential hazards.

Within the software, the blue 
checkmark icon represents that the 
user has confirmed the steps and 
may proceed with the next step.

This is the icon on the tablet that 
is used to launch the software that 
controls NimbusTM.

Within the software, this button 
is used to begin the disinfection 
process.

Within the software, the dotted 
checkmark icon represents a check 
that must be confirmed before 
the user can continue with the 
procedure.

Within the software, this 
button is used to immediately 
stop the disinfection process. 
Dehumidification must still occur 
before anyone can enter the room.
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STATUS INDICATORS & SAFETY

MACHINE ON R2D2TM CYCLE STARTED SPINNING ATOMIZER

Ensure your safety and the safety of others by 
following the instructions, adhering to all safety 
warnings, and by careful observation of the safety-
related, illuminated status indicators.

The Nimbus logo on the front of the machine logo 
lights up when the machine is plugged in and on.

LEDs around the atomizer turn blue when the R2D2 
process has begun.

These LEDs around the atomizer turn amber when the 
atomizer is spinning.

The edge of the atomizer is very sharp. Do not touch 
when the atomizer is spinning as injury may occur. 
 
Atomizer spinning only occurs during Nimbus 

operation. Operation must only occur after sealing 
has occurred and the room is empty.

Logo illuminates Atomizer 
illuminates blue

Atomizer 
illuminates amber
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OTHER SAFETY CONCERNS

Operation must only occur after sealing vents, smoke 
detectors, and the door. The room must be empty.

The edge of the atomizer is very sharp. Do not touch when 
the atomizer is spinning as injury may occur.

Atomizer spinning only occurs during Nimbus operation. 
During operation, the room must be empty.

Only move Nimbus on an even surface. Do not push over 
ramps, stages, bumps in the floor, cables, or other obstacles.

Position Nimbus onto an even surface and secure at least 
two of the brakes prior to beginning the disinfection process.

Do not use Nimbus in explosive areas.

Rotating fans are used to circulate the disinfecting fog 
throughout the room. Fans are covered with gratings. Do not 
put any object (pencils, tools, fingers) into the grating(s).

Failure to observe this warning could result in injury.

The Microburst solution that is used for disinfection contains 
hypochlorous acid. Follow the safety information on the 
product label when working with this material.

At the end of the dehumidification cycle, fluid will be in the 
bottles. Dispose of the fluid according to local regulations.

There are permanent magnets behind the covers. The 
generated magnetic field may interfere with medical 
implants, such as pacemakers. People with medical implants 
that would be affected by magnetic fields must not perform 
maintenance and repair work.

For people with medical implants, keep a minimum distance 
of 4˝ from Nimbus.

Always turn off Nimbus before unplugging.

Use appropriate caution when working with any electrical 
device.

Only wipe Nimbus with a soft, clean cloth. 
Do not use abrasive cleaners. Wash with water only.

Do not store Nimbus outdoors. Store in a dry and dust-free 
location at room temperature and humidity.



 6 Nevoa, Inc.

INITIAL SETUP

Before beginning the NimbusTM R2D2TM* procedure, 
perform the below initial setup:

• Confirm that preliminary cleaning of the room 
has occurred and that the room is unoccupied.
Pre-cleaning must include removal of gross debris 
including any bodily fluids.

• Open cabinets and drawers in the room. 
Open the bathroom door.

• Verify that you have a new bottle of Nevoa 
Microburst Solution and a bottle of rinse agent. 
These bottles may be stored in the Nimbus.

• Have a room sealing kit on hand. Have the 
disinfection validation card on hand.

• Check that the tablet number matches the number 
on Nimbus.

• Push Nimbus into the room to be disinfected as 
close to the center of the room as possible. Lock 
the wheels.

• Remove the protective cover from the Nimbus 

atomizer and place in the front storage area.

• Connect Nimbus to 120V/20 Amp power.

• Turn Nimbus on by pressing the ON/OFF switch 
and verifying it lights up.

1
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CONNECT TABLET TO NIMBUS

Nimbus is controlled outside of the room with the 
associated tablet. Confirm that the tablet number and 
the machine number match before proceeding.

The tablet and Nimbus connect over Wi-Fi. If the 
connection between the tablet and Nimbus is lost, 
reinitiate the wireless connection process.

1. With power on at both Nimbus and the tablet, 
launch the cMT Viewer app on the tablet by 
pressing this icon.

2. The below screen displays.

3. Press the yellow circle with the plus sign at the 
upper right of the screen.



 8 Nevoa, Inc.

CONNECT TABLET TO NIMBUS, CONTINUED

4. The Connect interface displays. If necessary, press 
the yellow circular arrow to refresh the list of 
available connection options.

5. Press the blue plus sign to connect the tablet to 
the appropriate Nimbus Wi-Fi.

6. Ensure that the tablet is connected to the correct 
Wi-Fi network for the corresponding Nimbus. The 
name of the Wi-Fi network matches the machine 
identification. This connection from the tablet to 
the machine will normally connect automatically.

Note: The identification number shown here is for 
sample use only.

7. Enter the password for the connection. At the time 
of this writing, the connection  password is 1. 
Touch the blue checkmark to confirm the entry.
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PREPARE NIMBUS

8. The Nimbus interface opens.

9. Select your User name from the list and enter your 
password. Press the blue Login button.

10. The interface guides you with the steps for 
preparing the machine to disinfect the room.
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PREPARE NIMBUS, CONTINUED

Note: If necessary, use the BACK 
button to go back to a previous set 
of steps.

11. Position Nimbus in the center of the room. Lock at 
least one of the wheel brakes.

12. Remove the atomizer cover and place it in the 
front storage compartment. 

13. Remove the cap from the bottle of rinse solution 
and insert the bottle into the machine’s rightside 
port.
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PREPARE NIMBUS, CONTINUED

14. Press the white checkmark box to confirm that you 
have completed all of the steps.

Note: If necessary, use the BACK 
button to go back to a previous set 
of steps.

Press NEXT to proceed to the next 
screen.

Note: The checkmark turns blue to confirm that you 
have completed all the steps.

16. Press NEXT to proceed to the next screen.
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PREPARE MICROBURST

17. Prepare the disinfection solution. Press the 
Peel-Push-Shake cap mixing cap on the Microburst 
bottle.

18. Shake the bottle vigorously for one full minute
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PREPARE MICROBURST, CONTINUED

19. Scan the bottle using the code reader.

Note: Only bottles of Nevoa Microburst Solution can 
be used by Nimbus. Each bottle contains one use of 
solution. Bottles cannot not be reused. Previously 
scanned bottles are not accepted by the code reader.

Note: As long as a new bottle is used, the scan will 
register as OK and complete.

20. The software recognizes the code. The light in the 
port area temporarily changes to green.

21. Remove the cap and insert the bottle into the 
machine.

Note: If necessary, use the BACK 
button to go back to a previous set 
of steps.

Press NEXT to proceed to the next 
screen.
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PREPARE THE ROOM

22. Press the NEXT button.

23. Prepare the room for disinfection by following the 
steps shown on the screen:

• Pre-clean the room surfaces.

• Empty trash receptacles.

• Close exterior windows.

• Cover air vents and smoke detectors using the 
sealing kit.

• Open the bathroom door.

• Open storage cabinet doors and drawers.

• Place the Nimbus Disinfection Validation Card(s) 
into the room.

The next page contains a visual checklist that may be 
printed separately for reference.



NIMBUS ROOM PREP CHECKLIST

• Pre-clean 
the room 
surfaces.

• Empty trash 
receptacles.

     

• Close 
exterior 
windows.

• Cover air 
vents and 
smoke 
detectors 
using the 
sealing kit.      

• Open the 
bathroom 
door.

• Open 
storage 
cabinet 
doors and 
drawers.

• Place the 
Nimbus 
disinfection 
validation 
card into the 
room.

Print this checklist for reference, if necessary.
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PREPARE THE ROOM, CONTINUED

24. Press the white checkmark box to confirm that you 
have completed all of the steps.

The checkmark turns blue when you click the 
confirmation checkbox.

Note: If necessary, use the 
BACK button to go back to a 
previous set of steps.

Press NEXT to proceed to the 
next screen.

26. Press the NEXT button.



 17 Nevoa, Inc.

PREPARE THE ROOM, CONTINUED

27. The software asks you to confirm that you have 
applied protective covers to all air vents.

28. If the answer is yes, then press the YES button to 
proceed.

29. Complete the final preparation steps. These are 
shown on the screen:

• Leave the room and take the tablet with you.

It is imperative that you leave the 
room and take the tablet with you. 
There must be no one in the room 
when the Rapid Room Disinfection and 
Dehumidification process is running.

• Close the exterior door.

• Place adhesive sealing barrier around the door.

• Install the caution sign barrier outside the door.

The next page contains a visual checklist that may be 
printed separately for reference.



NIMBUS FINAL PREP CHECKLIST

• Exit the 
room and 
take the 
tablet with 
you.

• Close the 
exterior 
door.  

     

• Place 
adhesive 
sealing 
barrier 
around the 
door.

• Install the 
door barrier 
with the 
Do Not Enter 
sign outside 
the door.

1 S4mpl3

Print this checklist for reference, if necessary.

It is imperative that you leave the room and take the tablet with you.

There must be no one in the room when the Rapid Room Disinfection and Dehumidification process is running.



DO NOT ENTER

Rapid Room Disinfection and Dehumidifi cationTM in Process.
No entrar. Desinfección y deshumidifi cación del cuarto en proceso.

Machine Number

Wi-Fi Address

Innovative disinfection, perfected.

Print this warning placard, fill out, and post on the exterior door prior to beginning process. 
Imprima este letrero de advertencia, complete, y adhiérase a la puerta exterior antes de comenzar el proceso.
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START THE R2D2 PROCESS 

30. Press the white checkmark box to confirm that you 
have completed all of the steps.

31. You may proceed to the next screen. Touch the 
NEXT button.

The system is now ready for disinfection. The below 
screen appears.

32. To start the R2D2 process, press the START 
button.

    



 21 Nevoa, Inc.

STEPS IN THE R2D2 CYCLE

After you press the START button you 
must not re-enter the room.

If you must re-enter the room, follow 
the Cycle Abort instructions on page 
22.

Do not enter the room during the R2D2 
cycle. A countdown displays to show 
how much time is left in the cycle.

The arrow in the screen shows the progress of the  
R2D2 process. Upon completion of each cycle, one 
of the four circles illuminates. This allows you to keep 
track of what is happening during the R2D2 process.

• Disinfection Cycle Complete

• Dehumidification Cycle Complete

• Rinse Cycle Complete

• Auto Cycle Complete
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CYCLE ABORT

Nimbus has an ABORT button to stop the machine 
function. This is to be used in case of emergency. 

Within the software, this button 
is used to immediately stop the 
disinfection process. 

Dehumidification must still occur 
before anyone can enter the room.

The software displays a status update 
on the dehumidification cycle.

Do not re-enter the room while this 
cycle is in progress.
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CYCLE ABORT, CONTINUED

Upon completion of the dehumidification cycle, the 
screen will show that the room is safe to re-enter.

Note: The LEDs on the Nimbus also change to green 
to indicate that it is safe to enter the room. 

1. Press the OK button to close the session.

2. Resolve whatever caused the cycle to be aborted.

Note: Because the R2D2 cycle was aborted, a new 
cycle must be started to resume disinfection. This also 
means that a new bottle of Microburst must be used.
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RE-ENTER THE ROOM

Do not enter the room until notified to 
do so by the software. This is shown in 
the next screen.

1. Re-enter the room when the screen displays: 
DISINFECTION COMPLETED—YOU MAY 
NOW RE-ENTER THE ROOM

2. Press the OK button to close the session.

Note: The LEDs on the Nimbus also change to green 
to indicate that it is safe to enter the room. 

Note: For the next use of the Nimbus, you must log in 
again.

3. Remove and appropriately dispose of the sealing 
tape from the door.

4. Re-enter the room.

5. Use a clean, soft cloth to wipe down any moisture 
that may remain on Nimbus. 
Dispose  of these cloths appropriately.

6. Remove the sealing covers from the smoke 
detector and air vents. Dispose of these 
appropriately.

7. Remove the bottles. Dispose of the fluid by 
emptying container down a drain approved for 
municipal wastewater and place the empty bottles 
in an appropriate recycling receptacle.

8. Use the On/Off switch to power down Nimbus.

9. Unplug Nimbus and stow the power cord in the 
storage area.

10. Replace the atomizer cover on top of Nimbus.

11. Unlock wheels and push Nimbus out of the room.
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DOCUMENT SUCCESS

This life-saving robot is the only EPA-registered 
hospital grade, hard-surface, disinfecting system 
approved for the dispersal of HOCI (hypochlorous 
acid) solution through atomization.

To confirm that Nimbus dispersed the HOCI- based, 
Microburst solution correctly, disinfection validation 
cards are used.

Place one or more validation card(s) in room prior to 
start of disinfection cycle.

Upon completion of disinfection cycle, visually verify 
the color shown in the Result box is similar to the 
color shown in the Success box. 

Optionally record name of operator, room number, 
date and time of disinfection operation for quality 
control purposes.
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MAINTENANCE & SUPPORT

As previously stated, the Microburst solution uses hypochlorous acid (HOCI)—a substance that also naturally 
occurs in the body for defeating pathogens. After the automated atomization is finished, Nimbus performs 
a dehumidification cycle. It is normal for a harmless, powdery residue to remain on Nimbus after the 
dehumidification cycle is completed. To prevent build-up of this residue on Nimbus, wipe it down after each 
shift with a clean, water-moistened, soft microfiber cloth.

  

Frequency & Task Tools Required Procedure

After each shift: 
Wipe off atomizer and 
Nimbus exterior.

Water

Clean, soft, microfiber 
cloth

Use the on/off button to turn Nimbus off.

Unplug Nimbus.

Ensure the power cord is properly stowed.

Use water to moisten a clean, soft, microfiber cloth.

Wipe residue off atomizer and Nimbus exterior.

Monthly, or when notified 
by the Nimbus app: 
Replace filters.

Nimbus Front Filter, 
Nevoa part number: 
FLTR-001

Nimbus Side Filter, 
Nevoa part number: 
FLTR-002

Use the on/off button to turn Nimbus off.

Unplug Nimbus.

Ensure the power cord is properly stowed.

Open the front panel and left side panel.

Replace filters.

Close the panels.

Appropriately dispose of old filters.

For all other service, refer to the Nimbus Service Manual. 
For more information: https://www.nevoainc.com/support

https://www.nevoainc.com/support


Nevoa Inc.
9420 E Doubletree Ranch Rd
Suite #C-104
Scottsdale, AZ 85258

480-361-4071
info@nevoainc.com

At Nevoa, we started with a simple idea . . . let’s innovate a better and more 
affordably accessible way to save lives through disinfection—giving the 
healthcare industry back their ability to do no harm. 


